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CERAMIC FILTER (10.7MHz Series, SMD) 
 
FEATURES: 

 Very low profile. Ultra thin thickness 1.5mm 

 Automatic mounting is possible 

 Very small volume and weight 

 Reflow is possible 

Transko Electronics, Inc reserves the right to make changes to the product (s), service (s), and specification (s) described herein without  notice.  See “Terms of Sale” for details on our website.       

  ■ PACKAGE DIMENSIONS   

 

PART NUMBER 
3dB BAND WIDTH 

(kHz) 
20dB BAND WIDTH  

(kHz) MAX. 
INSERTION LOSS  

(dB) MAX. 
SPURIOUS ATTENUATION 

(9~12  MHz) (dB) MIN. 

  LTCA10.7MHY 110 ± 30 350 9.0 30 

  LTCA10.7MJ 150 ± 40 430 10.0 30 

  LTCA10.7MS3 180 ± 40 520 6.0 30 

  LTCA10.7MS2 230 ± 50 570 6.0 30 

  LTCA10.7MA5 280 ± 50 650 6.0 30  

  LTCV10.7MHY 110 ± 30 320 6.0 ± 2.0 35  

  LTCV10.7MJ 150 ± 40 380 5.5 ± 2.0 35 

  LTCV10.7MS3 180 ± 40 470 4.0 ± 2.0 35 

  LTCV10.7MS2 230 ± 50 510 3.5 ± 2.0 35 

  LTCV10.7MA5 280 ± 50 590 3.0 ± 2.0 35 

  LTCV10.7MA20 330 ± 50 700 3.0 ± 2.0 30 

  LTCV10.7MA19 350 min. 950 3.0 ± 2.0 20 (5-15MHz) 

  LTCS10.7MS3 180 ± 40 470 4.5 ± 2.0 30 

  LTCS10.7MS2 230 ± 50 510 3.5 ± 2.0 30 

  LTCS10.7MA5 280 ± 50 590 3.0 ± 2.0 30 

  LTCS10.7MA20 330 ± 50 700 3.0 ± 2.0 30 
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